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Motor pool Midi RHD diesel fuel Buses 2019

 Brand must be locally available, country-wide service and with readily available spare parts. Must also be Kenya Government-compliant. 
 
Interior: Exterior: Technical: 
Air conditioner (manual) Luggage back door Steel wheels 
Radio AM/FM, MP3, CD Painted rear bumper Tyre dimensions 215/70 R17.5-Y H 
4 speakers (2 front, 2 rear) Headlamp 2-bulb halogen Spare tire 
Power door lock (front + back) Available exterior colours/combinations: 
Rear differential lock 
Sun visors for driver and passenger High altitude compensator 
Green laminated windshield glass Snorkel for cool air intake with pre-cleaner 
Passengers seats, high pack, fabric Power steering 
Front and rear (2x) cooler and heater system Engine 1HZ 12-Valve OHV Belt Drive 6 Cylinder Inline 
Seating capacity: total of 30 seats, 8 Foldable Seats
 Capacity 4164cc 
Floor mat, driver side Power 96kW/3800 rpm 
Torque285 Nm/2200 rpm 
Safety: FR Suspension Double Wishbone with Front Stabilizer 
ABS - Anti-lock Braking System RR Suspension Leaf Spring with Rear Optimized Stabilizer 
Driver airbag (SRS) Front Ventilated Discs Breaks 
Fire extinguisher Rear Dual Two Leading Drum Breaks 
Anti-Theft system immobilizer Fuel tank capacity 95L 
Seatbelts on all seats Curb weight: 3.605 kg 
High mount stop light Gross weight: 5.670 kg 
Pay load: 2.065 kg 
Overall width: 2.080 mm 
Overall length. 6.990 mm 
Overall height: 2.635 mm 
Min. ground clearance: 185 mm 
Min. turning radius (tyre): 7.2 m 
Min. turning radius (body): 7.9 m
