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UNITED STATES OF AMERICA
P.O. BOX 606 - 00621, VILLAGE MARKET
NAIROBI, KENYA


ADVERTISEMENT

February 18th, 2021

Dear Prospective Vendor,
[bookmark: _Hlk39746935]
[bookmark: _Hlk46483784][bookmark: _Hlk48167541]SUBJECT: REQUEST FOR QUOTATION NUMBER MPR0209018  – U.S. EMBASSY MOGADISHU TREADMILLS. 

[bookmark: _Hlk46483762]The Embassy of the United States of America, Mogadishu, invites you to submit a quotation/proposal for Supply and Delivery of 3 Treadmills in Mogadishu, Somalia as per attached scope of work.

The U.S. Government intends to award a contract to a responsible company submitting an acceptable quotation at a reasonable price.  The RFQ does not commit the American Embassy to make any award. The Embassy may cancel this RFQ or any part of it. 

Your proposal must be submitted in two separate attachments (Financial and Technical proposal) addressed to: To the Contracting Officer, American Embassy with the subject above, through NairobiGSO-bids@state.gov on or before February 28th, 2021 at 04:00PM East Africa time.

The subject heading should be as follows:

1. RFQ. MPR0209018  FINANCIAL PROPOSAL: This entails the price quotation indicating unit and total prices before VAT. The offer should associated shipping/transport cost to Mogadishu (Must have the Company Letter Head or Company Stamp/ Seal including your quotation Reference Number). The offeror may provide additional quote to deliver the items to U.S. Embassy Nairobi located along UN avenue – Nairobi.

2. [bookmark: _Hlk48045381]RFQ. MPR0209018 TECHNICAL PROPOSAL (Must not have your Letter Head or Company Stamp/Seal i.e. it should be on plain paper). Your quotation reference number is required on this which matches the price proposal number. 


The U.S. Government intends to award a fixed price Purchase Order to the responsible vendor submitting a technically acceptable quote with the lowest price, based on initial quotations without holding discussions, although we may hold discussions with companies in the competitive range if there is a need to do so.  Prior to contract award, the successful offeror(s) will be required to have a DUNS number and be registered in SAM/COR through the following sites: DUNS – www.dnb.com and SAM/CCR www.sam.gov.

Direct any questions regarding this solicitation to the Contracting Officer, Nairobi NairobiGSO-bids@state.gov during regular business hours.


Evaluation Criteria

1. List of clients over the past 3 years, demonstrating prior experience with relevant past performance information and references (provide dates of contracts, places of performance, value of contracts, contact names, telephone and fax numbers and email addresses).  The performance should include past similar work done for U.S Embassy Mogadishu or similar agency located in Aden Adde International Airport – Mogadishu, Somalia. Offerors are advised that the past performance information requested above may be discussed with the client’s contact person.  In addition, the client’s contact person may be asked to comment on the offeror’s:
· Quality of services provided under the contract,
· Compliance with contract terms and conditions,
· Effectiveness of management,
· Willingness to cooperate with and assist the customer in routine matters, and when confronted by unexpected difficulties, and
· Business integrity / business conduct.

The Government will use past performance information primarily to assess an offeror’s capability to meet the solicitation performance requirements, including the relevance and successful performance of the offeror’s work experience. The Government may also use this data to evaluate the credibility of the offeror’s proposal. In addition, the Contracting Officer may use past performance information in making a determination of responsibility.

2. Evidence that the offeror/quoter can provide the necessary personnel, equipment, and financial resources needed to perform the work;

3. The offeror shall address its plan to supply and deliver the items to U.S Embassy Mogadishu compound. If offeror has no access to the Airport other alternative delivery modes should be provided. The embassy will consider the closest and safest delivery mode.


Scope of work

Equipment Technical Specification

	Roller Diameter (inches / cm)
	2.5 in / 6.35 cm

	Power Cord Management
	ICE 320-C19 inlet supporting Schuko and BSI plugs

	Handrail Length (inches / cm)
	18 in / 46 cm

	Maximum User Weight
	350 lb / 159 kg

	Step-up Height
	8.4 in / 21.3 cm

	Speed Range
	0.5 - 12 mph / 0.8-19.2 km/h

	Decline / Incline Range
	0% to 15% incline in 0.5% increments

	Running Surface (L X W)
	60 X 22 in / 153 X 56 cm



	Cable Management
	Optional

	Color
	Frame:
Gloss Metallic Silver
Black Pearl

Plastics:
Dark Tungsten

	Transport Wheels
	Yes

	Reversible Deck
	Yes

	Auto Stop
	Step sensor detection stops a moving running belt when there is no exerciser.

	Motor
	Integrated Foot Plant Technology™ Drive controller works with a 3 HP peak duty AC induction motor for a smooth, natural feel.
3-phase, sensorless variable frequency drive technology for high reliability and accurate speed control.

	Emergency Stop
	Safety clip and lanyard attached to the stop switch to immediately turn off power bringing the treadmill to a stop. The lanyard and safety clip can be conveniently attached to a thoughtful tab located underneath the front handrail.

	Ground Effects® Impact Control System
	New and improved progressive shock absorption system that absorbs high impact movements and supports a solid and controlled push off.

	Deck and Belt
	Deck is a one-inch Slik-Dek bed with a thin layer of wax to assist in the break-in of the new belt / deck system. The deck is composed of 52 lb / 23.6 kg high-density fiberboard core with phenolic laminate bonded on both sides. Can be flipped to double life.
Deck and belt require no external lubrication.
Rear-deck hinges and front cushioning create a laterally stable platform, reducing shock to the user and providing firm push off.

	Elevation System
	Elevation system generates up to 1000 lb / 453.6 kg of thrust and operated in compression for reliable operation.

	Frame
	New frame design results in an ultra-stable console, solid feel, and quiet operation.

	Rollers
	Steel tapered rollers keep the belt centered to reduce maintenance.

	Water Bottle Holder
	Dual holders cradle exercisers water bottle to keep it stable.



Equipment Dimensions

	Height with PVS
	78 in / 198 cm

	Length
	83 in / 211 cm

	Width
	35 in / 89 cm

	Height
	62 in / 157.5 cm

	Equipment Weight
	385 lb / 175 kg




Shipping Dimensions and Weight

	Length
	92 / 42 in / 234 / 107 cm

	Width
	39 / 39.5 in / 99 / 100 cm

	Height
	23.5 / 24 in / 60 / 61 cm

	Shipping Weight (base equipment)
	427 lb / 194 kg



Power Requirements

	Equipment
	Powered

	International 240 VAC
	IEC 320-C19 inlet supporting applicable country-specific power cord

	U.S. & Canada 240 VAC
	Dedicated 220V- 240V/20A circuit with 6-20R NEMA receptacle

	U.S. & Canada 120 VAC
	Dedicated 120V/20A circuit with 5-20R NEMA receptacle

	Personal Viewing Screen (PVS)
	Powered

	Cord Length
	12 feet / 3.7 meters





Other features

	Display Type
	Advanced LED

	Numeric Keypad
	Yes

	Motion Controls
	Yes

	QuickStart™
	Yes

	Tactile Dome Keys
	Yes

	Console Language(s)
	English, Dutch, French, German, Italian, Japanese, Portuguese, Russian, Spanish

	Units Selection
	Metric or US Standard

	Maximum Pause Time (Pause)
	120 seconds

	Maximum Workout Time
	Unlimited

	Electronic Readouts
	Speed
Incline

Distance, Pace,
Average Speed
Calories
Heart Rate
Time Elapsed,
Time Remaining

% Complete, Time in Zone, Segment Time, Cals/min, Cals/hr, watts, METS, Target HR, Average HR, Elevation Gain

	Preset Programs
	Weight Loss
Custom Weight Loss HRC
Weight Loss HRC
1 Aerobic
2 Aerobic
Heart Rate
Basic HRC
Custom Weight Loss HRC
Weight Loss HRC
Performance
Track
5K
Gerkin Fitness Test
Variety
Random
1 Cross Country
2 Cross Country
1 Gluteal
2 Gluteal
1 Custom
2 Custom
Interval
1-1 Interval
1-2 Interval
1-3 Interval
Custom Interval
Manual
Manual




Heart rate monitoring

	Touch
	Touch heart rate sensors located on fixed handlebars for increased accuracy and ease-of-use by users of all sizes.

	Telemetry
	Equipped for heart rate
telemetry reading using a chest strap.




Entertainment options

	Mobile Device Charger
	Yes

	Reading Rack
	Integrated

	Personal Viewing System (PVS)
	Optional

	Entertainment Cap / Wireless Receiver
	Optional




Network capability

	Diagnostics
	Ability to set club parameters, e.g. limit exercise time, set default language and pause time.

	CSAFE Enabled
	Yes



Regulatory

	UL
	UL 1647

	FCC
	FCC

	ETL
	ETL

	CE
	CE

	EN957
	EN957 / ASTM





Sincerely, 

Aisha O’Neal
Contracting Officer
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