PR9366586 MP LUGGAGE VAN – MANUFCTURE DATE 2020

The van should have an area for passengers and an area for cargo.

The two compartments should be separated for safety purposes. This vehicle can be categorized as a crew van

Right Hand Drive Van

Measurements (These are minimum requirements)

Length 5900 mm

Wheelbase 3750 mm

Height 2500 mm

Load Floor to Roof 1700 mm

Engine displacement Minimum 3000 cc, Turbocharged, Diesel

Seating capacity 6 seats

Drive type rear-wheel, double rear wheels

Fuel tank capacity Minimum 70 liters.
Traction control Brake assist ABS brakes Electronic stability Dual front side impact airbags, disc brakes Dual front impact airbags

Anti-roll bar Front wheel independent suspension Front anti-roll

Tilt steering wheel, Air conditioning, Power windows

Double DIN radio with AUX, CD, USB, FM, AM, Pre-wiring for audio with 2 speakers and antenna

The passenger compartment should have transparent glass windows for both the first row and second row seats. The seating capacity should be six persons including the driver.
The cargo compartment should have exterior metallic panel side walls. The interior walls and floor should be of stainless-steel checkered plate

4 Cargo hold down hooks on the luggage compartment floor

The vehicle manufacturer should have a strong after sales service support/service dealers throughout Kenya. The vehicle spare parts should be
readily available in Kenya. 

